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ECO KEG – 
The sustainable
lightweight
Benefits

	 Optimum brand presentation

	 Colored top and bottom rings

	 Great decorative potential for KEG liner

	 Perfect handling: up to 36 % less weight compared to  
	 all-steel KEGs, thus reducing CO2 emissions during transport

	 Logistics benefit: approx. 6 % more content in a 40“ container

	 Shock absorber effect of top and bottom rings guarantees 
	 maximum stability
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The ECO KEG is a trend-setter, confirmed immediately by two inter- 

national awards – for innovative design and for exceptional ecological 

benefits. Both awards came from the internationally recognized  

"Industrie Forum Design" in Hanover. The ECO KEG consists of a stain-

less-steel liner, fitted with top and bottom rings of polypropylene (PP). 

These are connected to the liner by a safety clip-on technique and are 

therefore replaceable. This makes the KEG more flexible, economical, 

and more convenient in operation and handling. The resulting weight 

reduction of up to 30 % compared to full steel KEGs improves handling 

and leads to lower CO2 emissions in transportation thanks to a 6 % 

increase in load capacity.

The ECO KEG is available in all sizes from 5 to 58.67 liters and 

for operating pressures of 3 bar acc. to DIN 6647-1 (for beer and 

wine) and 7 bar acc. to DIN 6647-2 (for soft drinks).

Ergonomic handholds

All types of fittings and necks

Lasered numbers, character code, transponder 
(incorporated in the top or bottom ring in a 
tamper-proof manner), barcode

Colored top and bottom rings of  
polypropylene (PP)

Stainless steel liner with brushed exterior

Safety bursting point

Biologically safe

Stable stacking rim

Recyclable

Sustainable reusable KEG

Stainless-steel liner material 	 standard: mat. no. 1.4301, AISI 304

	 special: mat. no. 1.4571, AISI 316

Top and bottom rings 	 PP (polypropylene), UV-stabilized, recyclable  

	 material PP color standard black, other colors  

	 acc. to customer wishes

Neck and fitting 	 all current types

Operating overpressure 	 3 bar or 7 bar

Test pressure 	 minimum 8 bar overpressure

Opening pressure of 	 35 ± 5 bar overpressure (KEGs Ø 239 mm)

safety bursting point 	 40 ± 5 bar overpressure(KEGs Ø 374 and 407 mm)

Numbering 	 standard, lasered

Coding (options) 	 character code/transponder (incorporated in the 	

	 top or bottom ring in a tamper-proof manner)/

	 barcode/QR code

Bavarian tap 	 not available

Repairs 	 PP rings can be replaced

Ecology 	 reusable system; all parts recyclable

Technical Data

Volumes

Size/volume 1/2 (bbl) 1/6 (bbl) 50 L

Height (inches) 23.74 21.18 20.94

Diameter (inches) 16.02 9.14 16.02

Weight (lbs) 23.37 7.94 21.38

Standard pallet (qty) 24 60 24


