
Party-KEG –
Tap your own fresh 
draught beer

www.schaefercontainers.com

Benefits

	 Tap, fitting and air inlet valve make dispensing so much easier

	 The PU coating ensures constant temperatures,  
	 offers protection through its shock absorber effect and  
	 reduces handling noise

	 Whether in one or more colors: our Party-KEGs have 
	 a wide range of decoration possibilities

	 Application of logos and slogans in the middle
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Volumes

Size/volume 10 L (2.6 Gallons) 20 L (5.2 Gallons) 30 L (7.9 Gallons)

Height (inches) 13.0 16.5 18.0

Diameter (inches) 11.0 12.0 14.0

Weight (lbs) 13.0 20.5 27.0

Valve Sankey D Style Sankey D Style Sankey D Style

Side fitting Bavarian Bung Bavarian Bung Bavarian Bung

Sustainable reusable KEG

Party-KEGs from SCHÄFER: simply knock in the tap and the fun 

can begin: Enjoy tapping fresh draught beer. The KEGs with the 

insulating PU coating in sizes of 10 to 20 liters can be decorated 

individually, according to customer wishes.

Whether in one or more colors, with a logo or slogan in the  

middle of the barrel or with all-round lettering – we can help  

you increase your brand recognition even further. 

The spring valve closes the KEG automatically once the tap is 

removed. This prevents dripping and guarantees optimum  

protection for the beer inside.

All neck and fitting types

Embossed numbering, character code, 
datixPLUS, transponder (tamper-proof 	
foamed in), barcode

Smooth-walled stainless steel liner

Colored decor

PU jacket is recyclable, CFC-free,
UV-stabilized,available in different
PU colors 

Bavarian bunghole

Biologically safe

Safety bursting point

Stainless steel liner material 	 standard: mat. no.. 1.4301, AISI 304

	 special mat. no. 4571, AISI 316

Coating 	 Polyurethane (PU), CFC free, UV stabilized

PU color 	 standard: black

	 other colors and multi-color on request

Neck and fitting 	 all current types

Operating overpressure 	 3 bar

Test pressure 	 min. 8 bar overpressure

Opening pressure 	 of 40 ± 5 bar overpressure

safety bursting point

Numbering 	 standard embossed

Coding (options) 	 datixPLUS/transponder (tamper-proof foamed in)/	

	 barcode

Bavarian tap 	 Party KEG available with spring valve or bunghole, 	

	 Daimer bunghole also possible as option

Repairs 	 partial only, new PU jacket possible

Technical Data

Bavarian tap with spring valve Air inlet valve for flat fitting (l) and  
Air inlet valve for basket fitting (r)

Tap


