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Benefits

	 Tank made of 100 % stainless steel

	 Available in S00 L, 800 L, 1,000 L, and 1,250 L

	 Uses: Product or ingredient storage, fermentation and aging 
	 transportation and many more

	 Optional jacketed or non jacketed

	 Stackable and easy to clean

	 Forklift channels for easy mobility 

Reusable stainless steel tanks 
for flexible use and a wide range 
of applications
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Sustainable reusable tank

SCHÄFER Tanks are the perfect solution for your business. Our 

stock tanks are designed for flexibility of use in a variety of appli-

cations and customizable from our factories in Europe to meet 

your exact needs. 

Like our KEGs, all of our tanks are manufactured using high grade 

stainless steel. We stock 500 L, 800 L, 1,000 L, and 1,250 L in both 

jacketed and non-jacketed aseptic tanks with a standard configu- 

ration which can be used effectively in most North American  

breweries, wineries and distilleries. The tanks can be steam  

sterilized, are vacuum-resistant and are easy to clean. The reusable 

tanks are characterized by a long service life.

Heating and cooling jackets as well as agitators can be integrated  

as an option. 

Technical Data

Manhole with screwed or bayonet
ring cover

Tank material stainless steel

Wall thicknesses 2.0 mm or 2.5 mm

Steam sterilizable, vacuum resistant

Easy to clean

Profile frame

Can be transported and stacked using 
all usual forklift vehicles

Various drain valves available

Material 	 Stainless steel 1.4301(304) / 1.4404(316L) / 1.4571(316Ti)

Wall thicknesses 	 2.0 mm or 2.5 mm for the top section, shell and hopper

Manhole 	 DN 400 in the top section with screwed or bayonet ring cover

Equipment 	 Manhole cover with pressure relief valve  

	 (TÜV approved) and DN 6.5 or DN 12 CO2 valve; 

	 DN 50 threaded connectors with cap nuts (optional)

Approval	 CE Mark in acc. with Pressure Equipment Directive 2014/68/EU 

	 acc. to AD 2000 S5, up to 2 bar operating pressure; 

	 Complies with Regulation (EC) No. 1935/2004

Handling	 Can be transported and stacked using all usual forklift vehicles; 

	 Steam sterilizable, vacuum resistant; 

	 Easy to clean

Optional	 With heating or cooling shell; 

	 Stirring device

Volumes

Size/volume 500 L 800 L 1,000 L 1,250 L

Height (inches) 52.64 68.62 77.75 90.16

Diameter (inches) 39.37 39.37 39.37 39.37

Weight (lbs) 265 320 430 580

Configuration Tri-Connect Total Drain System with Top Hatch

Heating or cooling shellStirring device    

Bolt cover    Bayonet ring cover    


